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OF 50-75mm

STANDARD PURLIN
BOX IS SUITABLE
FOR ROOF THICKNESS
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FLOW FAN
COMPACT AXIAL 

NOTE: SIZES 250 & 800 PURLIN 
BOXES ARE STRAIGHT SIDED

 CURB DETAIL
SIZES 250-710

CURB DETAIL
 SIZE 800

SECURE UNIT TO HARDWOOD 
SILL WITH M10 COACH BOLTS
(NOT SUPPLIED BY ELTA FANS)PURLIN BOX SECURED TO TRIMMERS

WITH M10 LINDAPTERS
(NOT SUPPLIED BY ELTA FANS)

CURB MOUNTING UNIT

PURLIN MOUNTING UNIT
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Accessories

p125 p125 p125 p126 p126 p177

Product
Code* A B C D E F G H J K L M N P R Weight

kg

SSF25 500 500 310 80 428 240 428 175 542 380 340 440 50 - - 12

SSF31/35 710 684 365 85 610 240 636 250 750 500 460 610 75 - - 19

SSF40/45 800 784 445 90 730 250 756 300 870 600 550 700 75 - - 37

SSF50/56 960 934 510 100 860 250 886 350 1000 745 700 850 75 - - 53

SSF63/71 1230 1054 590 105 1000 250 1026 435 1140 870 830 980 75 - - 62

SSF80 1400 1174 670 100 1076 270 1076 470 1190 - 950 1100 75 406 990 64

Dimensional Data
Skyflow SSF

* Product code for cowl only without fan.

N.B. Maximum weights are inclusive of largest fan but do not include purlin box.
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SSF25/4-1 1455 0.26 0.24 0.23 0.21 0.19 0.18 0.15 0.12 0.90 1.45 0.09 EL31TK TC12 43

SSF31/4-1 1390 0.50 0.48 0.46 0.43 0.41 0.38 0.35 0.28 0.19 0.90 1.45 0.09 EL31TK TC12 46

SSF35/4-1 1330 0.65 0.62 0.60 0.57 0.54 0.50 0.47 0.39 0.30 0.21 0.90 1.45 0.09 EL31TK TC12 53

SSF40/4-1 1375 1.09 1.06 1.02 0.99 0.96 0.92 0.89 0.80 0.67 0.48 0.37 1.80 3.60 0.25 EL31TK TC14 54

SSF45/6-1 850 0.86 0.80 0.72 0.64 0.55 0.44 0.32 0.17 1.05 2.00 0.12 EL31TK TC12 50

SSF45/4-1 1300 1.32 1.28 1.24 1.20 1.16 1.11 1.06 0.95 0.82 0.63 0.50 1.80 3.60 0.25 EL31TK TC14 58

SSF50/6-1 860 1.22 1.15 1.09 1.03 0.96 0.88 0.77 0.46 0.33 0.25 1.55 3.50 0.18 EL31TK TC14 52

SSF50/4-1 1350 1.88 1.83 1.79 1.74 1.70 1.65 1.61 1.51 1.42 1.31 1.20 3.60 10.8 0.55 EL61TK TC18 60

SSF56/6-1 875 1.69 1.64 1.58 1.53 1.47 1.40 1.30 0.93 0.76 0.65 2.20 5.50 0.25 EL31TK TC14 56

SSF56/4-1 1350 2.45 2.39 2.33 2.28 2.22 2.17 2.11 1.99 1.84 1.56 1.18 4.90 15.0 0.75 EL61TK TC18 63

SSF63/6-1 850 2.40 2.35 2.29 2.22 2.16 2.09 2.02 1.84 1.53 1.17 1.01 6.00 12.6 0.55 EL101 TC18 59

SSF63/4-1 1310 3.50 3.43 3.36 3.29 3.21 3.12 3.03 2.84 2.62 2.36 2.04 1.64 7.90 19.8 1.10 - TC110 67

Product
Code

Speed
r/min

Airflow m3/s @ Static Pressure Pa. Motor Electrical Data

FLC
Amps

Output
Watts

Speed Control

Electr-
onic

Sound
Level
dBA @ 3mTrans-

former0 10 20 30 40 50 60 80 100 120 140 160 SC
Amps

Product
Code

dBA ∆P Pa dBA ∆P Pa dBA ∆P Pa

SSF25/4-1 -14 6 -17 7 -20 9

SSF31/4-1 -12 9 -15 11 -18 13

SSF35/4-1 -13 8 -17 11 -20 13

SSF40/4-1 -12 16 -17 20 -20 24

SSF45/6-1 -12 4 -17 5 -20 6

SSF45/4-1 -13 15 -18 18 -21 22

SSF50/6-1 -8 5 -13 6 -14 8

SSF50/4-1 -9 23 -14 29 -15 34

SSF56/6-1 -10 10 -16 12 -17 15

SSF56/4-1 -11 25 -16 31 -19 38

SSF63/6-1 -9 14 -14 17 -16 21

SSF63/4-1 -10 30 -16 38 -18 45

Silencer Attenuation & Pressure Drop Data

600L 900L 1200L

Performance & Electrical Data
Skyflow SSF

SINGLE Phase - 220V-240V / 50Hz

Sound levels are average spherical free field values at 50% peak pressure for comparative purposes only.

Silencer Data

N.B. Cowls can be ordered without fans, please refer to dimensional data for product code.
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SSF31/4-3 1390 0.50 0.48 0.46 0.43 0.41 0.38 0.35 0.28 0.19 0.50 1.15 0.12 TC33 46

SSF35/4-3 1330 0.65 0.62 0.60 0.57 0.54 0.5 0.47 0.39 0.3 0.21 0.50 1.15 0.12 TC33 53

SSF40/4-3 1375 1.09 1.06 1.02 0.99 0.96 0.92 0.89 0.8 0.67 0.48 0.37 1.40 4.50 0.37 TC33 54

SSF45/6-3 850 0.86 0.79 0.73 0.66 0.58 0.50 0.39 0.14 0.68 1.70 0.18 TC33 50

SSF45/4-3 1300 1.30 1.26 1.22 1.18 1.14 1.09 1.05 0.95 0.82 0.65 0.51 1.40 4.50 0.37 TC33 58

SSF50/6-3 830 1.18 1.11 1.05 0.99 0.92 0.84 0.74 0.49 0.35 0.94 2.40 0.25 TC33 52

SSF50/4-3 1320 1.52 1.78 1.74 1.70 1.65 1.61 1.56 1.47 1.37 1.26 1.12 0.9 1.75 6.20 0.55 TC33 60

SSF56/6-3 830 1.64 1.58 1.53 1.47 1.41 1.34 1.23 0.92 0.76 0.65 0.94 2.40 0.25 TC33 56

SSF56/4-3 1320 2.39 2.34 2.29 2.23 2.18 2.12 2.06 1.93 1.77 1.43 1.19 2.00 7.50 0.75 TC35 63

SSF63/6-3 850 2.36 2.29 2.22 2.16 2.10 2.04 1.97 1.78 1.47 1.17 1.90 5.80 0.55 TC35 59

SSF63/4-3 1320 3.80 3.75 3.71 3.76 3.63 3.59 3.54 3.45 3.36 3.27 3.18 3.08 2.86 4.30 15.5 1.5 TC35 69

SSF71/6S-3 720 3.10 2.97 2.83 2.68 2.53 2.38 2.22 1.50 5.40 0.50 TC33 55

SSF71/6D-3 880 3.50 3.41 3.32 3.21 3.10 2.97 2.83 2.52 3.40 12.3 1.1 TC35 60

SSF71/4S-3 1380 4.77 4.66 4.55 4.44 4.32 4.19 4.06 3.78 3.45 3.06 2.61 2.18 4.30 15.5 1.5 TC35 69

SSF80/6S-3 620 3.85 3.69 3.51 3.33 3.14 2.95 2.75 1.50 5.40 0.50 TC33 52

SSF80/6D-3 820 4.72 4.61 4.49 4.36 4.21 4.06 3.90 3.59 3.40 12.3 1.1 TC35 67

Product
Code

Speed
r/min

Airflow m3/s @ Static Pressure Pa. Motor Electrical Data

FLC
Amps

Output
Watts

Speed
Control Sound

Level
dBA @ 3mTrans-

former0 10 20 30 40 50 60 80 100 120 140 160 200 SC
Amps

Product
Code

dBA ∆P Pa dBA ∆P Pa dBA ∆P Pa

SSF31/4-3 -12 9 -15 11 -18 13

SSF35/4-3 -13 8 -17 11 -20 13

SSF40/4-3 -12 16 -17 20 -20 24

SSF45/6-3 -12 5 -17 6 -20 7

SSF45/4-3 -13 14 -18 18 -21 21

SSF50/6-3 -8 6 -13 8 -14 10

SSF50/4-3 -9 20 -14 25 -15 30

SSF56/6-3 -10 9 -16 11 -17 14

SSF56/4-3 -11 24 -16 30 -19 36

SSF63/6-3 -9 13 -14 17 16 20

SSF63/4-3 -10 42 -16 53 -18 63

SSF71/6S-3 -10 16 -16 21 -18 25

SSF71/6D-3 -10 22 -16 28 -18 33

SSF71/4S-3 -10 32 -17 41 -19 48

SSF80/6S-3 -9 16 -15 20 -17 23

SSF80/6D-3 -8 25 -14 -31 -17 37

Silencer Attenuation & Pressure Drop Data

600L 900L 1200L

Performance & Electrical Data
Skyflow SSF

THREE Phase - 380V-415V / 50Hz

Silencer Data

Sound levels are average spherical free field values at 50% peak pressure for comparative purposes only.

N.B. Cowls can be ordered without fans, please refer to dimensional data for product code.



SSF25/4-1 68 67 65 60 58 54 53 40 43

SSF31/4-1 69 69 64 65 62 58 53 50 46

SSF35/4-1 72 74 69 71 69 66 61 58 53

SSF40/4-1 73 75 70 72 69 68 66 60 54

SSF45/4-1 75 77 75 75 74 71 68 60 58

SSF50/4-1 79 84 84 77 74 72 68 64 60

SSF56/4-1 80 84 82 80 79 75 73 67 63

SSF63/4-1 81 83 87 86 81 79 77 72 67

SSF25/4-1B 68 67 65 60 58 54 53 40 43

SSF31/4-1B 69 69 64 65 62 58 53 50 46

SSF35/4-1B 72 74 69 71 69 66 61 58 53

SSF40/4-1B 73 75 70 72 69 68 66 60 54

SSF45/4-1B 75 77 75 75 74 71 68 60 58

SSF50/4-1B 79 84 84 77 74 72 68 64 60

SSF56/4-1B 80 84 82 80 79 75 73 67 63

SSF63/4-1B 81 83 87 86 81 79 77 72 67

SSF25/4-1S 68 67 65 60 58 54 53 40 43

SSF31/4-1S 69 69 64 65 62 58 53 50 46

SSF35/4-1S 72 74 69 71 69 66 61 58 53

SSF40/4-1S 73 75 70 72 69 68 66 60 54

SSF45/4-1S 75 77 75 75 74 71 68 60 58

SSF50/4-1S 79 84 84 77 74 72 68 64 60

SSF56/4-1S 80 84 82 80 79 75 73 67 63

SSF63/4-1S 81 83 87 86 81 79 77 72 67

SSF25/4-1BS 68 67 65 60 58 54 53 40 43

SSF31/4-1BS 69 69 64 65 62 58 53 50 46

SSF35/4-1BS 72 74 69 71 69 66 61 58 53

SSF40/4-1BS 73 75 70 72 69 68 66 60 54

SSF45/4-1BS 75 77 75 75 74 71 68 60 58

SSF50/4-1BS 79 84 84 77 74 72 68 64 60

SSF56/4-1BS 80 84 82 80 79 75 73 67 63

SSF63/4-1BS 81 83 87 86 81 79 77 72 67

SSF45/6-1 69 68 70 68 66 62 58 49 50

SSF50/6-1 70 76 78 67 65 64 58 53 52

SSF56/6-1 76 78 77 74 72 69 60 56 56

SSF63/6-1 76 80 82 77 74 72 67 63 59

SSF45/6-1B 69 68 70 68 66 62 58 49 50

SSF50/6-1B 70 76 78 67 65 64 58 53 52

SSF56/6-1B 76 78 77 74 72 69 60 56 56

SSF63/6-1B 76 80 82 77 74 72 67 63 59

SSF45/6-1S 69 68 70 68 66 62 58 49 50

SSF50/6-1S 70 76 78 67 65 64 58 53 52

SSF56/6-1S 76 78 77 74 72 69 60 56 56

SSF63/6-1S 76 80 82 77 74 72 67 63 59

SSF45/6-1BS 69 68 70 68 66 62 58 49 50

SSF50/6-1BS 70 76 78 67 65 64 58 53 52

SSF56/6-1BS 76 78 77 74 72 69 60 56 56

SSF63/6-1BS 76 80 82 77 74 72 67 63 59

Product
Code 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

dBA
@
3m

SSF - SINGLE Phase

Acoustic data: tests and preparation of data have been carried out in
accordance with BS848 Part 2(1985). The In-duct Sound Power Level
Spectra are in dB re 1pW. The overall A-Scale sound pressure level is at a
distance of three metres with spherical propagation. It is expressed in dB re
20uPa and is presented for comparative purposes only as in practice the
semi-reverberant nature of any installation and directivity effects can give a
different level.

Sound Data
Skyflow SSF



SSF31/4-3 69 69 64 65 62 58 53 50 46

SSF35/4-3 72 74 69 71 69 66 61 58 53

SSF40/4-3 73 75 70 72 69 68 66 60 54

SSF45/4-3 75 77 75 75 74 71 68 60 58

SSF50/4-3 79 84 84 77 74 72 68 64 60

SSF56/4-3 80 84 82 80 79 75 73 67 63

SSF63/4-3 83 85 89 88 83 81 79 74 69

SSF71/4S-3 81 88 85 85 86 83 79 75 69

SSF31/4-3B 69 69 64 65 62 58 53 50 46

SSF35/4-3B 72 74 69 71 69 66 61 58 53

SSF40/4-3B 73 75 70 72 69 68 66 60 54

SSF45/4-3B 75 77 75 75 74 71 68 60 58

SSF50/4-3B 79 84 84 77 74 72 68 64 60

SSF56/4-3B 80 84 82 80 79 75 73 67 63

SSF63/4-3B 83 85 89 88 83 81 79 74 69

SSF71/4S-3B 81 88 85 85 86 83 79 75 69

SSF31/4-3S 69 69 64 65 62 58 53 50 46

SSF35/4-3S 72 74 69 71 69 66 61 58 53

SSF40/4-3S 73 75 70 72 69 68 66 60 54

SSF45/4-3S 75 77 75 75 74 71 68 60 58

SSF50/4-3S 79 84 84 77 74 72 68 64 60

SSF56/4-3S 80 84 82 80 79 75 73 67 63

SSF63/4-3S 83 85 89 88 83 81 79 74 69

SSF71/4S-3S 81 88 85 85 86 83 79 75 69

SSF31/4-3BS 69 69 64 65 62 58 53 50 46

SSF35/4-3BS 72 74 69 71 69 66 61 58 53

SSF40/4-3BS 73 75 70 72 69 68 66 60 54

SSF45/4-3BS 75 77 75 75 74 71 68 60 58

SSF50/4-3BS 79 84 84 77 74 72 68 64 60

SSF56/4-3BS 80 84 82 80 79 75 73 67 63

SSF63/4-3BS 83 85 89 88 83 81 79 74 69

SSF71/4S-3BS 81 88 85 85 86 83 79 75 69

SSF45/6-3 69 68 70 68 66 62 58 49 50

SSF50/6-3 70 76 78 67 65 64 58 53 52

SSF56/6-3 76 78 77 74 72 69 60 56 56

SSF63/6-3 76 80 82 77 74 72 67 63 59

SSF71/6D-3 77 81 80 76 77 74 70 66 61

SSF80/6D-3 83 86 85 83 84 81 77 70 67

SSF45/6-3B 69 68 70 68 66 62 58 49 50

SSF50/6-3B 70 76 78 67 65 64 58 53 52

SSF56/6-3B 76 78 77 74 72 69 60 56 56

SSF63/6-3B 76 80 82 77 74 72 67 63 59

SSF71/6D-3B 77 81 80 76 77 74 70 66 61

SSF80/6D-3B 83 86 85 83 84 81 77 70 67

Product
Code 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

dBA
@
3m

SSF - THREE Phase

Sound Data
Skyflow SSF

Acoustic data: tests and preparation of data have been carried out in
accordance with BS848 Part 2(1985). The In-duct Sound Power Level
Spectra are in dB re 1pW. The overall A-Scale sound pressure level is at a
distance of three metres with spherical propagation. It is expressed in dB re
20uPa and is presented for comparative purposes only as in practice the
semi-reverberant nature of any installation and directivity effects can give a
different level.



SSF45/6-3S 69 68 70 68 66 62 58 49 50

SSF50/6-3S 70 76 78 67 65 64 58 53 52

SSF56/6-3S 76 78 77 74 72 69 60 56 56

SSF63/6-3S 76 80 82 77 74 72 67 63 59

SSF71/6D-3S 77 81 80 76 77 74 70 66 61

SSF80/6D-3S 83 86 85 83 84 81 77 70 67

SSF45/6-3BS 69 68 70 68 66 62 58 49 50

SSF50/6-3BS 70 76 78 67 65 64 58 53 52

SSF56/6-3BS 76 78 77 74 72 69 60 56 56

SSF63/6-3BS 76 80 82 77 74 72 67 63 59

SSF71/6D-3BS 77 81 80 76 77 74 70 66 61

SSF80/6D-3BS 83 86 85 83 84 81 77 70 67

SSF71/6S-3 74 77 75 71 72 69 64 59 56

SSF80/6S-3 73 75 72 68 69 66 60 55 53

SSF71/6S-3B 74 77 75 71 72 69 64 59 56

SSF80/6S-3B 73 75 72 68 69 66 60 55 53

SSF71/6S-3S 74 77 75 71 72 69 64 59 56

SSF80/6S-3S 73 75 72 68 69 66 60 55 53

SSF71/6S-3BS 74 77 75 71 72 69 64 59 56

SSF80/6S-3BS 73 75 72 68 69 66 60 55 53

Product
Code 63Hz 125Hz 250Hz 500Hz 1kHz 2kHz 4kHz 8kHz

dBA
@
3m

SSF - THREE Phase

Sound Data
Skyflow SSF

Acoustic data: tests and preparation of data have been carried out in
accordance with BS848 Part 2(1985). The In-duct Sound Power Level
Spectra are in dB re 1pW. The overall A-Scale sound pressure level is at a
distance of three metres with spherical propagation. It is expressed in dB re
20uPa and is presented for comparative purposes only as in practice the
semi-reverberant nature of any installation and directivity effects can give a
different level.
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PLENUM

068-SFDS-0600-E 600 10

SSF25 068-SFDS-0900-E 320 380 440 900 2 14

068-SFDS-1200-E 1200 19

068-SFDS-0600-A 600 15

SSF31/35 068-SFDS-0900-A 440 500 600 900 2 20

068-SFDS-1200-A 1200 25

068-SFDS-0600-B 600 17

SSF40/45 068-SFDS-0900-B 530 600 650 900 2 24

068-SFDS-1200-B 1200 32

068-SFDS-0600-C 600 23

SSF50/56 068-SFDS-0900-C 670 745 800 900 2 34

068-SFDS-1200-C 1200 43

068-SFDS-0600-D 600 27

SSF63/71 068-SFDS-0900-D 810 870 940 900 3 41

068-SFDS-1200-D 1200 50

068-SFDS-0600-F 600 34

SSF80 068-SFDS-0900-F 830 990 1080 900 3 50

068-SFDS-1200-F 1200 65

Unit Size B C D AirwaysAProduct
Code

Weight
kg

Accessories
Skyflow SSF

Drop In Silencers

· For information on silencers and an explanation of the data, see p107
· Baffle type silencers
· Galvanised steel casing with perforated steel lining and baffles
· Infill is glass tissue faced high density mineral wool

A DIA.

Product
Code A

Weight
kg

B

ABird Guard

Backdraught Shutters

039-SFSV-25 290 0.25

039-SFSV-31/35 382 0.28

039-SFSV-40/45 482 0.52

039-SFSV-50/56 598 0.70

039-SFSV-63/71 744 1.03

039-SFSV-80 844 1.62

· Prevents 
backdraught 
and reduces 
heat loss from 
building 

· Finished in 
white A.B.S.

Product
Code A

039-SFHBG-25 314 160 1

039-SFHBG-31/35 398 190 1

039-SFHBG-40/45 504 250 1

039-SFHBG-50/56 624 310 2

039-SFHBG-63/71 772 350 2

039-SFHBG-80 876 420 3

Weight
kg

B

Factory fitted options on request, add suffix to fan code
S - Shutter
B - Birdguard
BS - Birdguard + Shutter
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Skyflow SSF
Accessories

B

A 

C

A

B

D

C

Soaker Sheets

Product
Code A

039S-SP-25*** 420 152 1830

039S-SP-31/35*** 600 152 1830

039S-SP-40/45*** 730 165 1830

039S-SP-50/56*** 890 165 1830

039S-SP-63/71*** 1010 165 1830

039S-SP-80*** 1118 178 1830

B C

*** Add soaker panel profile to part code
Weights dependant on profile

· Fire retardant glass reinforced plastic (GRP)
· UV stabilised

Product
Code A

039B-PB25 430 428 582 240 6

039B-PB31/35 570 610 790 240 9

039B-PB40/45 690 730 970 250 11

039B-PB50/56 820 860 1040 250 13

039B-PB63/71 960 1000 1180 250 15

039B-PB80 1080 1076 1230 270 17

B C D
Weight
kg

Purlin Boxes   

· Pre-galvanised mild steel



Elta Fans Ltd - Applied Technology Elta Fans Ltd - Building Services

17 Barnes Wallis Road, 46 Third Avenue,

Segensworth East Industrial Estate, Pensnett Trading Estate, Kingswinford,

Fareham, Hampshire, P015 5ST, United Kingdom. West Midlands, DY6 7US, United Kingdom.

Visit: eltafans.com e-mail: mailbox@eltafans.co.uk

Applied Technology: Tel: +44 (0) 1489 566500 Fax: +44 (0) 1489 566555

Building Services: Tel: +44 (0) 1384 275800 Fax: +44 (0) 1384 275810

Export: Tel: +44 (0) 1489 566500 Fax: +44 (0) 1489 566555




